
Ø 1 ¼”4 mt

13,1 ft

SUCTION
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 name volts
amperè 

max
RPM IN OUT code 

120 31,3 230 50Hz 2 1491 9 1400 1 ¼" F BSP 1 ¼" F BSP 26,0 57,3 46 x 26 x 37 18,1 x 10,2 x 14,6 DETP0172
122 32,2 400 50Hz 1,5 1119 2,7 1400 1 ¼" F BSP 1 ¼" F BSP 22 48,5 46 x 26 x 37 18,1 x 10,2 x 14,6 DETP0174
167 44,1 230 50Hz 2,5 1864 11,7 1400 1 ¼" F BSP 1 ¼" F BSP 29,3 64,6 46 x 26 x 37 18,1 x 10,2 x 14,6 DETP0013
174 46 400 50Hz 2 1491 4,2 1400 1 ¼" F BSP 1 ¼" F BSP 25 55,1 46 x 27 x 36 18,1 x 10,6 x 14,2 DETP0405

flow rate
LPM     |    GPM 

(at 10mt = 1 bar)
hp    |     watt packing

cm              |              inch

weight
 kg      |      lbs

TURTLE

TURTLE S

Elettropompe a palette autoadescanti con motore asincrono a 
corrente alternata. Corpo pompa in ghisa verniciata, albero 
guidato e motore a bassi giri garantisticono prestazioni 
durature nel tempo. Equipaggiata con l’esclusivo sistema 
TO.ME.S. di ottimizzazione del trasferimento dei fluidi che 
aumenta l’e�cienza e le prestazioni, diminuendo i decibel.

Self-priming vanes Electric pumps, powered by asynchronous 
AC motor. Body pump made of painted cast iron. Pump body 
in cast iron painted, shaft guided and at low engine rpm 
ensure long-lasting performance. Equipped with TO.ME.S. 
exclusive fluid transfer optimization system which increases 

e�ciency and performance while reduces decibels.

DETP0172 DETP0405

MADE FOR
DISPENSER

PARTS REINFORCED

ELETTROPOMPE ELECTROPUMPSTURTLE

Made in ItalySINCE 1977 ISO 9001:2008

TO.ME.S. DIESEL

PERFORMANCE
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