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o SPECIFICATIONS for MODEL EL-15%02-1
K<<2{;147 . N CoIL TYPE LATCH
TUBE DIAMETER I1.D.-15mm O.D.19mm
( . ] . TUBE MATERIAL SILICONE
- N Ve ~ OPERATING PRESSURE RANGE 0 ~ 20kPa
! | {D ~ 0.2barl
) ™ RATED VOLTAGE 12VDC. 24VDC
O
! T '{j} 4:}' < RESPONSE TIME LESS THAN 1s
] <
POWER CONSUMPTION 15W
L ABEL % Yo S AMBIENT TEMPERATURE RANGE : -10 ~ 40T
INSULATION CLASS CLASS B
| DIERECTRIC STRENGTH 1500VAC FOR 60s
! a
i | «:} NOTES : THE TABLE OF LEAD COLOR. POLARITY
) AND VALVE STATUS
| 4-M6 @ . :B STATUS
SOLARTT CLOSE OPEN
+12vDC/+24VDC BLUE WHITE
GND WHITE BLUE
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PART NAMVE MATERI AL JREQD 4 NOTE
PINCH VALVE
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EL-1502-1
TAKA<ACN FI FCTRTCC TNC MIDORIKU. NAGOYA. JAPAN




