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WALC horizontal helical vane 
meter suitable for hot water max 
130°C 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 The internal mechanism can be removed for inspections and 
maintenance purposes or for replacement  

 360° rotating counter, vacuum dry and waterproof (protection grade 
IP68) 

 Presetting without breaking the seal for 3 pulse emitting sensors (2 
reed-switch /1 optoelectronic; see chart here below) 

 Horizontal, vertical and inclined installation 
 Standard version: PN16 according to EN1092  
 Special version: PN40 from DN50 to DN200 (DN125 not available) 
 Special version: PN25 for DN250-DN300 
 Sizes from DN50 to DN150 PTB  approved 

Dati tecnici DN50 DN65 DN80 DN100 DN125 DN150 DN200 DN250 DN300 
Max flow rate for short period [m³/h] 30 60 90 140 200 300 500 1000 1200 

Nominal Flow rate Qn [m³/h] 15 25 45 70 100 150 250 500 600 

Transitional Flow rate Qt with error ±2% [l/h] 1,8 2,0 3,2 4,8 8,0 12 20 45 50 

Minimum Flow rate  with error ±5% [l/h] 0,6 1,0 1,4 2,0 3,5 4,5 8 20 25 

Max. working pressure [bar] 16 16 16 16 16 16 16 16 16 

1 -  Lenght [mm] 200 200 225 (*) 250 250 300 350 450 500 

2 - Max. height when removing mechanism[mm] 200 200 270 270 280 356 441 466 491 

3 - Distance pipe - lid[mm] 120 120 150 150 160 177 206 231 256 

4 - Distance pipe-ground base[mm] 73 85 95 105 118 135 162 194 226 

Weight [kg] ~7,7 ~10,0 ~14,0 ~18,0 ~20,5 ~35,5 ~50,5 ~72,3 ~99,3 

 

Heas loss diagram 

PULSED WATER METER  
Pulse values (to be stated when ordering) 
 
Model WALC from DN 50 to DN 125  
Reed Switch:  K100 – K250 
Opto sensor + converter: analog power supply output 4/20 mA – 0/20 mA – 0/10 V 
Opto sensor + divider: from K100 to K1000 
Opto sensor + converter with display: istantaneous flow rate reading 
 
Model WALC from DN 150 to DN 300  
Reed Switch:  K1000 – K2500 
Opto sensor + converter: analogic power supply output 4/20 mA – 0/20 mA – 0/10 V 
Opto sensor + divider: from K1000 to K10000 
Opto sensor + converter with display: instant flow rate reading 
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