Sanitary Transfer - Clamped

SPECIALTY PUMP

Our FDA Compliant line features the Quick Knock Down (QKD) compression
clamp system to facilitate easier cleaning, service and maintenance, which
promotes reliability and long product life.

SD Series Pumps

P Quick Knock Down (QKD) design facilitates rapid disassembly.

P Flow-rate optimized. Better overall performance, low material shear.

W Electropolish stainless-steel 316L construction, FDA and CE
1935/2004 accepted materials and high temperature capability.

P Optional electronic interface capability
P Optional Single piece composite PTFE diaphragms

Applications:
Food / Beverage / Pharmaceutical / Cosmetics
SD10S-CSS-SXX-B / 1" Pump SD20S-CSS-SXX-B / 2" Pump
Startup Pressure PSI (bar) 25(1.723) 25(1.723)
Dry suction lift ft. H20 (m) 16.49 (5.02) 18.25 (5.56)
Wet suction lift ft. H20 (m) 31.4(9.57) 31.4(9.57)
Flow Rate GPM (Ipm) 54 (204.4) 195 (738)
Displacement per/cycle GPM @ 100 PSI (Ipm) 0.258 (.976) 1.3(4.9)
Max. Solids Passage in. (mm) 1/8 (3.2) 1/4 (6.4)
Fluid Inlet/Outlet 1-1/2” Tri-Clamp 2-1/2" Tri-Clamp
” Ordering
Position 1 2 3 4 5 6 7 8 9 10 | 11
- X X X - B X X
Position 1 Position 2 Position 3 Position 4  Position 5
Model Center Fluid Caps &
Series Section Port Manifold Mat. Hardware
SD10-1” Pump| R - White C-Sanitary | S-316L Stainless | S-Stainless | C - Hytrel C - Hytrel” C - Hytrel* Revision Level
SD20-2"Pump|  Polypropylene|  Tri-Clamp | Steel* Steel K - PVDF M - Medical Grade | M - Med.Grade Sant.
S-31655* S-316L Santoprene® | K- Single Piece PTFE
. Composite
Stainless | S-316L55 .
Steel T-PTFE T - PTFE/Santoprene
Position 10 Position 11
Specialty Code 1 (blank if no specialty code) Specialty Code 2 (blank if no specialty code)
A - Solenoid 120VAC, TTOVAC + 60VDC K - Solenoid 220VDC ATEX/IECex* E - End of stroke feedback + Leak Detection
B - Solenoid 12VDC, 24VAC + 22VDC N - Solenoid with no coil F - End of stroke feedback
C - Solenoid 240VAC, 220VAC + 120VDC 0 - Standard Valve Block (No Solenoid) | G - End of Stroke ATEX/IECex*
D - Solenoid 24VDC, 48VAC + 44VACA H - End of Stroke feedback + Leak Detection ATEX / [ECex*
E - Solenoid 12VDC NEC/CEC* L - Leak Detection
F - Solenoid 24VDC NEC/CEC* M - Leak Detection ATEX/IECex/NEC/CEC*
G - Solenoid 12VDC ATEX/IECex* 0 - No Option
H - Solenoid 24VDC ATEX/IECex* R - End of Stroke Feedback NEC / CEC*
J - Solenoid 120VDC NEC/CEC* T - End of Stroke Feedback + Leak Detection NEC / CEC
* Acceptable for use in hazardous locations. - NEC / CEC: Class I&ll, Div 1&2 , Group A-D Hytrel® and Viton® are registered trademarks of the DuPont company. Santoprene® is a registered
- ATEX: Zone 182, 21&22 trademark of Monsanto Company, licensed to Advanced Elastomer Systems, L.P.
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