Single Post, for 5 gallon containers
Two-Post, for 5 and 55 gallon containers

(RAMS ONLY, FOLLOWER PLATES NOT INCLUDED)

Single post or two post mounts for lifting/lowering pump with follower plate into/out of 5-gallon or 55 gallon containers.

Integrated control options for ram only or ram and pump. Controls include pump air filter/regulator with gauge, pump lock-out
valve, lift and ram air regulator with gauge, air supply for follower plate.

RMO5T1S-C-B RMO0525-C RM5525-C
Basic Advanced Heavy
Controls Controls Duty Height
(GED] Posts (ramonly) (pump & ram) Cylinders Base Dimensions Lowered - Raised
RMO0515-B-B 5 1 X
15" x19” (381 mm x 482.6 mm) | 42.759” (1086.1mm) - 67.759 (1721.0 mm)
RMO051S-C-B 5 1 X
RMO052S-B 5 2 X
19.75” (501.65mm) x 24.00” ” "
35.617 (904.5mm) - 53.404" (1356.4 mm)
RM0525-C 5 2 X (609.6mm)
RM5525-B 55 2 X
RM552S-C 55 2 X
24.00" (609.6 mm) x 42.782" 61.465" (11561.2mm) - 99.215"
RM552H-B 55 2 X X (1086.7 mm) (2520.1mm)
RM552H-C 55 2 X X

See follower plate pages for ram and follower plate packages overview.
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