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For applications in potentially explosive 

pumps.

All our ATEX pumps comply with the technical 

Pump model EM-C made of AISI316 – for ATEX zone 1 and 2
)   42 egap 613SS MTH ledom pmup eeS(

Pump model EM-P made of AISI 316 for ATEX zone 1 and 2
)   83 egap PTH ledom pmup eeS(

Pump model EM-T made of AISI 316 - for ATEX zone 1 and 2
(See pump model HTA page 32)



HTA
METALLIC MAG-DRIVE
REGENERATIVE TURBINE PUMPS

PERFORMANCE CURVES 50HZ - 2900 RPM
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MAIN FEATURES
Mag drive regenerative turbine pumps series HTA

for solvents, hydrocarbons, dangerous and 

drive system, pumps model HTA reduce the risks 
of leakage and emissions and maintenance costs. 
The transmission of the motion occurs through 
magnetic joints without any mechanical seal. This 
design guarantees the maximum hermetic safety 

without solids in suspension.

for zone 1 and 2 (pump model EM-T).

   requirements.

• Materials in contact with the liquid:

• Pressure Rating NP 25 at 20°C.

STANDARD

• Chemical resistant PTFE/Carbon sleeve bearings standard.
• High torque magnetic coupling.
• Direct starting motors.

OPTIONAL

• Explosion proof motor.
• Dry-running protection device.
• Baseplate.



2. MAG-DRIVE TURBINE PUMPS

HTA TECHNICAL DATA

HTA 25-37 SS / EM-T 25-37 SS (ATEX VERSION)
DIMENSIONS

PUMP
SIZE MATERIAL

Q MAX H MAX SUCTION 
CONNECTION

DISCHARGE 
CONNECTION

PUMP WEIGHT
(KG)

SUITABLE MOTOR MOTOR FLANGE
AND FRAME50HZ (M3/H) 60HZ (USGPM) 50HZ (MLC) 60HZ (FT)

HTA 25 2 10 32 140 3/4" FEMALE 3/4" FEMALE 10.3 1,1 80 - B3/B5

HTM 37 3.5 19 43 180 3/4" FEMALE 3/4" FEMALE 10.3
1,1 80 - B3/B5

2,2 90 - B3/B5

HTA 49 4.7 25 58 235 1" FEMALE 1" FEMALE 18.7
2,2 90 - B5

3 100 - B5 

HTA 78 7 320 1" FEMALE 1" FEMALE 19
3 100 - B5 

4 112 - B5

PUMP
TYPE

FLANGES DIMENSIONS - mm -

R S T DNs DNd

HTA 25-37 75 105 14 20 20 DN20 PN40

PUMP
TYPE

MOTOR B3 - B5 DIMENSIONS - mm - BASEPLATE DIMENSIONS - mm -

SIZE KW A B C D E F G H I *L M N O P Q U R’ S’ T’ U’ V’ W’ X’

HTA 25 80 1.1 192 125 100 80 123 25 100 218 232 98 50 3/4” G.
FEMALE 200 3/4” G.

FEMALE 120 302 350 157 205 24 24

HTA 37
80 1.1 192 125 100 80

123 25 100
220 232

98
50 3/4” G.

FEMALE 200 3/4” G.
FEMALE

120
302 350 157 205 24 24

90 2.2 177 202 140 125 90 230 280 132



HTA

PUMP
TYPE

MOTOR B5 DIMENSIONS - mm - 

SIZE KW A B C D E F G H I *L M N O P Q U V W X Y Z

HTA 49
90 2.2 185 215

155 170 150 139 30 121
253 280

111
109 1” G.

FEMALE

200 1” G.
FEMALE 220 25 22.5 200 91

100 3 205 235 119 250

HTA 78
100 3

205 235 155 170 150 158 30 133 133 119 1” G.
FEMALE 250 1” G.

FEMALE 220 25 85.5 22.5 200 91
112 4 324

PUMP
TYPE

FLANGES DIMENSIONS - mm -

R S T DNs DNd

HTA 49-78 85 115 14 25 25 DN25 PN40

HTA 49-78 SS / EM-T 49-78 SS (ATEX VERSION)
DIMENSIONS
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